Two Sound Investments

BINAURAL ARM

Livingston's new, odginally de- .!-
signed Binaural Arm,

UNIVERSAL ARM

The famous Livingsten Universal Arm
for oll records up to 16",

__REPRODUCER ARMS—

Engineered for Lasting Satisfaction

by LIVINGSTON

An arm by LIVINGSTON eliminates the possi-
bility of having a weak link in the audio chain. Too
often the collector fails to realize the importance of
this bridge between the record and the equipment.
Therefore the magnificent full range music now avail-
able never gets beyond the stylus. The advantages
of a high-fidelity system depend on getting all of the
music “off the record”.

Hidden richness is frequently choked off or
destroyed by an inadequate “pick-up” arm. LIV-
INGSTON'S part in the high-fidelity field is ae-
complishing the delicate task of transferring the
beauty of your recordings with negligible wear.

FOR DETALED INFORMATION CONTACT YOUR LOCAL HIGH-FIDELITY
ofALER Ok WEITE DIRECT TO US.
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FIRST AGAIN!

with the only BINAURAL ARM
displayed at the Audio Fair

Ll

LIVINGSTON is now shipping steadily
and currently on all BINAURAL ARM
orders.

No need to waste time and space on super-
latives — LIVINGSTON made i

FIRST, STILL!

Maturally we're proud o report that our
UNIVERSAL arm, shown above, continues
10 be the most popular arm. It's comfort-
ing to know that people still place confi-

dence in—

“a product of

Livingston Electronic Corp.”

Livingston, New Jersey
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Rinaural.

was used to play the amaz-
ing new BINAURAL REC--
ORDS that delighted every-
one at the recent Audio Fair

This new Livingston release

® Plays either Conven-
tional or Binoural re-
cordings
Receives Conventional
cartridges

Is properly designed for
easy synch adjustment
Provides independent
vertical suspension for
both cortridges
Practically eliminates
tracking error

Yes —BINAURAL RECORDS
(Cook Binaural, Atlantic,
Polymusic, to mention a few)
are here NOW, And this
new arm, plus o modest sec-
ond channel, makes it pos-
sible to enjoy the tonal depth
and rich accoustics of true
sound reproduction.

Rinaural.

Recoras

by COOK

Now — todoy — you can order
from o large end ropidly expond-
ing list of BINAURAL RECORDS —
enjoy in your home* the same
stariling direclion, dimension and
perspoctive in sound which coused
such o sensotion at the Audio Fair.

BINAURAL RECORDS? Yes, eco-
nomical, durable, prn:ll't' recards
al no greater cost than regular
12 LP records. Wide range and
low distortion are essentiol 1o get-
ting the best out of BINAURAL.
with the modern, speciolly devel-
oped Cook recording techniques,
the ployback performance of both
tracks is better than 20 to 15,000
cycles with less then 4% total
intermodulation.

You can now buy Binourol Rec-
ords that will bring to your home
all the hidden mognificence of

The Crgan (Theotre ond serious)

The Piano Orchestral Works
Choral Singing Gregorion Chants
Popular Pieces

If your dealer cannotl supply you,
send us his name. In the meon-
fime, write NOW for a complate
listing of Binowral Records (List
$5.95 each)

*—Modification of existing play-
back equipment it simple.
You need only a Livingston
Binaural Arm and a modest
second emplifier ond speaker
to get the frue binaural ef-
foct. Write for your FREE
copy of the latest Cook lob
Binaural Manval for full in-
structians.

COO0K laboratories

Manhattan-Pacific Building
Stamfard, Connecticut

Dual Tweeter

The 3-way speaker system
that stole the show at the
Audio Fair reproducing the
Cook Binoural Organ Rec-
ords

Dual Tweeter (B-200-x)—
the only direct radiating
H.F. units. Patented damped-
cone construction (Behind
the cone is net air alone!)

(]
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M.F.* (B-209) the only unit
designed solely for *Mmid-
range performance. 300 to
4,000 eycles, 4% inch cone.

Woofer (B-199) Lowest cone
mass, fremendous linear dis-
placement. Resononce ap-
proximately 37 cycles.

All three units give high
transient performance. Low-
est measured tronsient dis-
tortion (Tone Burst Method).
Best transient response
(White MNoise test).
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